Level indicator with mounting kit for plastic battery tanks

This mounting kit enables quick and easy retrofitting of plastic battery tanks without interruption of regular operation.

Immediate installation – no problem!
1. Drill a hole into the flange
2. Install the measuring line
3. Check the level

Benefits:
No components need to be dismantled for installation. Oil-carrying pipes do not need to be dismantled and then recommissioned and deaerated.

Application
Many plastic fuel tanks become opaque over the years due to sediments, dirt and age. Often there is no connection available for a level indicator. This special mounting kit makes it possible to connect a pneumatic level indicator quickly and easily. There is no need to switch off the burner. Many withdrawal systems already have corresponding markings on the mounting flanges for the holes.

Attention:
In most cases, it is prohibited to drill through the tank wall. This may render the warranty for the tank void.

Unitel-Set
This universal, pneumatic level indicator for remote measurement comes with a mounting kit for installation on plastic battery tanks.

See the Unitel product description.

Scope of delivery:
Unitel with mounting kit, consisting of a standpipe 2.10 m with weight (Ø 9 mm), self-sealing connection piece for a 10 mm hole, 10 m measuring line, hose clamps, steel nails and a hose extension piece.

DG: G, PG: 1

<table>
<thead>
<tr>
<th>Part no.</th>
<th>Price €</th>
</tr>
</thead>
<tbody>
<tr>
<td>Unitel-Set</td>
<td>72512</td>
</tr>
</tbody>
</table>

*See page 75 for oil/water alarm unit.
**See page 8 for Unitel.
***See page 133 for pull cord.